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Applications

Accessories

Now, just about anyone can make brine. That’s because the Brine Pro™ 2000 brine 
maker simplifies production with user-friendly operation, automatic salinity control 
and easy no-splash salt refilling. Basically, it removes all guesswork from the 
process, helping contractors confidently take brine making into their own hands. 
Plus, the system is compatible with low-flow water input and 220VAC electrical 
sources that are available in most shops. It doesn’t get any easier than this.

Not only can you control your supply, you can also control the price. For every ton 
of salt added to the Brine Pro’s hopper, you can create approximately 870 gallons of 
brine in just a few hours time. Regardless of the price of salt, that’s pennies on the 
gallon to produce your own brine. This ability to make your own brine not only 
increases your efficiency and limits your costs, but it will separate your services from 
the competition as you can offer more for de-icing and anti-icing services.

The Brine Pro offers automatic salinity control… meaning it automatically combines 
the salt and water to create the 23.3-percent concentration of salt brine 
recommended for anti-icing and de-icing applications. The advanced control lets 
you set the brine maker for either batch or continuous processing. When set to 
continuous, brine will continue to be made as long as salt is replenished and 
storage room is available…so you can ensure quality brine is on hand whenever 
needed.

Larger brine makers typically require a large water intake and high voltage 
electricity to operate. On the other hand, the Brine Pro operates off 220 VAC and 
offers a standard garden hose connection – both of which you likely already have 
handy at the shop. Simply put, the Brine Pro is purpose built for winter maintenance 
contractors. That means we’ve made it ready to go without needing to find a 
high-flow water supply or having to call an electrician.

Transfer Hose Assembly
Works with the Gas 
Engine Transfer Pump 
(TPS-200) to transfer 
brine from holding tanks 
to sprayers.

Gas Engine Transfer 
Pump
Works with the Transfer 
Hose Assembly (EHA-250) 
to transfer brine from 
holding tanks to sprayer.

3,000 Gallon Brine 
Storage Tank
Provides up to 3,000 
gallons of brine storage.
Dimensions: 10'h x 7.5'dia
Weight: 550 lbs

5,000 Gallon Brine 
Storage Tank
Provides up to 5,000 
gallons of brine storage.
Dimensions: 13'h x 8.5'dia
Weight: 1,300 lbs
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Mixing Tank Capacity  265 Gal
Brine Tank Capacity  285 Gal
Hopper Volume  1 cu yd
Brine Production  Up to 1,050 gal/h
Inlet Flow Rate  Up to 15 gpm
Electrical Connection  220VAC, single phase
   

Empty (weight)  1520  lbs.
Overall Length  100"
Overall Height  89"
Overall Width  86”

DIMENSIONS

OPERATIONAL

Auger Motor  1/3 hp, 3-phase variable speed motor with transmission
Hammer Mill Motor 2 hp single phase
Circulation Pump 5 hp single phase, 210 gpm, centrifugal circulation pump
Discharge Pump 1 hp, greater than 66 gpm @ 10' head height, fully stainless steel
Controller  4-mode automatic computer controlled; touch-screen
Salinity Sensors Toroidal conductivity sensor
   

ELECTRICAL

Frame  Powder coated steel & stainless steel components
Hopper  One-piece LLDPE safety yellow poly
Vibrator  Standard, industrial electric 220V
Top Screen  5/16" steel rod construction with grid pattern
Mixing Tank  One-piece LLDPE safety yellow poly
Brine Tank  One-piece LLDPE safety yellow poly with sloped bottom for clean-out
Auger  Rotary vane feed system
Hammer Mill/Grinder Stainless steel

   

CONSTRUCTION

Touch Screen Controls
Even the controls on the Brine Pro 
are simple. The touch-screen 
interface makes it easy to set the 
unit for automatic, batch or 
cleaning mode. 

Hammer Mill Salt Grinder
The hammer mill salt grinder is 
engineered to create consistent 
particle sizes, which accelerates the 
dissolve rate and expedites 
clean-out.

Automatic Salinity Control
In order for brine to be e�ective, it 
needs to have the correct amounts 
of salt and water. Thanks to 
automatic salinity control on the 
Brine Pro, the operator can sit back 
and let the machine do all the work.

Material Flow Control
Precise salt delivery is key to an 
e�ective brine mixture. The unique 
material �ow control on the Brine 
Pro uses a rotary vane feeder to 
accurately measure out the correct 
amount of salt to bring to the 
grinder.

Mixing Chamber
The mixing chamber includes a 
high-volume circulation pump. This 
feature helps ensure a uniform 
brine mixture up to 1,050 gallons 
per hour (3,974.7 L/h).

Dry Hopper System
Just add product into the 
1-cubic-yard dry hopper, and the 
Brine Pro will take it from there. The 
hopper o�ers visual salt level 
indication, letting you know when 
it’s time to re�ll. 

Easy Clean-Out
Special cleaning mode allows for 
simple draining of the mixing 
chamber between batches.


