
Stronger and Tougher 
1.5" and 2" PE series valves

Designed for Your Most 
Challenging  Irrigation Needs

• High pressure capable (200 psi)

• Designed to save water  
(dirty water/recycled water capability)

• Ability to be used with PRS-Dial for 
water savings up to 25%.

• Two wire/latching solenoid compatible

• Industry-leading 5 year warranty

65% Higher Leak Resistance  
after extreme temperature swings
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Rain Bird Competitor A Competitor B
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Rain Bird Competitor A Competitor B

Up to 15% Stronger Bonnet

FOR MORE INFORMATION, CONTACT:



PE/PESB/PESBR 100 150 200

Diaphragm Assembly
PEB 208143 236482 236483

PESB 20814402 23648401 23648501

PESBR 20814404S 23648402 23648502

Bonnet Assembly 20936701 Discontinued (diaphragm assembly now comes with bonnet assembly)

Non-Potable Handle 231230 231232 231232

Solenoid Assembly 236239 236239 236239

Bleed Screw Assembly 204152 204152 204152

Commercial Valve  
Miscellaneous Parts Kit
Includes: 
• Solenoid seal
• Solenoid O-ring
• Adaptor O-ring
• Retainer white and tan
• Solenoid spring
• Universal filter

210464 210464 210464

NEW Spares information: 

Rain Bird® PE Series Valves
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Stronger, Tougher Valve Outperforms Competition
The new look and stronger bonnet are available on the 1.5" and 2" PEB, PESB and PESB-R Series Valves.

PESB PESB-RPEB
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