DURA-EDGE

YPRO SLivE

ENGINEERED TOPDRESSING

Typical Infield Skin Issues: —
= Firm & fast in hot summer months
" Wet & sticky in rainy months

=

The ProSlide Solution:

= Consistent gradation creates a smooth sliding surface
= Less absorbent to help infield skin retain moisture
= Durability of expanded shale product resists particle breakdown

= Color-fast nature provides excellent contrast for tracking ball
movement

Use as a stand-alone topdressing or combine with

traditional calcined clay products for greatest infield
playability.

ProSlide Topdressing is Available in:

Gradations & Colors: Delivery Options:
= 4x30 Classic Red * Bulk
= 50 lb. Bags
= 6x30 Professional Red = One Ton (2000 1b.) Super Sacks

» 6x30 Professional Brown

DU-H.A EDGE iuiwﬁnm Preserving the integrity of ball fields eueiyw/wre.
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ProSlide® Expanded Shale Engineered Topdressing

ProSlide® Engineered Topdressingis a professional grade expanded shale
topdressing. The true 4x30 and 6x30 particle sizes credate a smooth sliding surface

and ensure more predictable bounces during play.

Screen Size % Passing Specification

CLASSIC PROFESSIONAL
4x30 6x30
#4 Screen 100% 100%
# 6 Screen 78% - 90% 100%
#8 Screen 45% - 65% 80% - 90%
#16 Screen 0% -10% 18% - 32%
# 30 Screen 0% - 1% 0% - 1%
# 50 Screen 0% - 1% 0% - 1%
#100 Screen 0% - 1% 0% - 1%
Pan 0% 0%

Providing a long-lasting vibrant color and resilient playing surface under both

wet and dry conditions, ProSlide® Engineered Topdressing helps your infield play
more games, play safer games, and have less maintenance

Infield Skin Surface: Topdressing Layer:
4" Compacted Yg - /4" ProSlide Topdressing
DuraEdge Infield Mix

1/, to 1% Slope
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