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Quick-Coupling Valves Pressure Loss (bar) METRIC

Quick-Coupling Valves Pressure Loss (psi)Models
3⁄4" (20/27) Rubber Cover, 1-Piece Body
3⁄4

2-Piece Body
3⁄4

2-Piece Body 

1⁄2" (40/49) Metal Cover, 1-Piece Body

3⁄4" (20/27) Non-potable, Purple Locking Rubber Cover, 
2-Piece Body

2-Piece Body

1-Piece Body
 Note: For non-US applications, it is necessary to specify NPT or BSP thread type

Flow 3-RC 33-DRC 44-RC 5-RC 7
33-DLRC 44-LRC 5-LRC
33-DNP 44-NP 5-NP

gpm 3⁄4" 3⁄4"  1" 1" 11⁄2" 
10 1.8 2 - - -
15 4.7 4.3 2.2 - -
20 7.2 7.6 4.4 - -
30 - - 11.5 4.1 -
40 - - - 7.3 -
50 - - - 11 1.7
60 - - - 15.7 2.5
70 - - - 21.5 3.6
80 - - - - 4.9
100 - - - - 8.4
125 - - - - 14

Flow 3-RC 33-DRC 44-RC 5-RC 7
33-DLRC 44-LRC 5-LRC
33-DNP 44-NP 5-NP

m3⁄h l/m 1.9 cm 1.9 cm 2.5 cm 2.5 cm 3.8 cm
2.3 38 0.12 0.12 - - -
4 67 0.41 0.42 0.23 - -
5 83 0.57 0.62 0.40 - -
6 100 - - 0.62 - -
7 117 - - 0.83 0.30 -
8 133 - - - 0.40 -
9 150 - - - 0.50 -
10 167 - - - 0.61 -
12 200 - - - 0.85 0.13
14 233 - - - 1.15 0.18
16 267 - - - 1.50 0.25
22 367 - - -  - 0.54
28 473 - - -  - 0.97

Quick Coupling Valves


