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PVC-DS PIPE - ASTM D-2729

FORM NO. 562 SPECIFICATIONS DECEMBER, 2010

WHEN ORDERING ORDER BY PART NUMBER
ADDITIONAL 10% CHARGE IF NOT ORDERED IN PALLET QUANITIES.

WEIGHT FEET PALLETS PART PART
MIN. PER PER PER NO. NO.

SIZE O.D. WALL 100' PALLET T.L. SOLID PERF.
PVC-DS

ASTM D-2729 3 3.250 .070 45.45 1000 32 52805 52880
SOLID

& 4 4.215 .075 63.57 900 24 52815 52910
PERFORATED

  4* 4.215 .075 63.57 900 24 52935

6 6.275 .100 126.43 350 24 52155 52260

FURNISHED IN 10' LENGTHS BELLED END.

CRESLINE PVC-DS PIPE CONFORMS TO ASTM D-2729 SPECIFICATIONS.

PERFORATED WITH 2 ROWS OF 5/8" HOLES ON 5" CENTERS 120° APART.  MEETS MICHIGAN STANDARD.

*PERFORATED WITH 3 ROWS OF 5/8" HOLES ON 5" CENTERS 120° APART.  MEETS INDIANA CODE.

PVC SOLVENT CEMENT LISTED ON FORM NO. 466.

PRICES ARE LISTED ON CRESLINE MASTER LIST PRICE SHEET FORM NO. MLP-2.


