


Model
Engine

Displacement 
(cc)

Diaphragm

Carburetor (w/Purge Pump) 

Fuel 
Capacity 

(fl  oz)

See-through Fuel 
Tank

Blade Length 
(in)

Shaft Length 
(in) Cutter Type

Dry Weight* 
(lb.) 

   

HC-152 21.2 Rotary 15.6 Standard 20 N.A.
Double sided, Double-

reciprocating 11.7

HC-155 21.2 Rotary 16.9 Standard 24 N.A.
Double sided, Double-

reciprocating 11.5

HC-155-20 21.2 Rotary 16.9 Standard 20 N.A.
Double sided, Double-

reciprocating 11.3

HC-165 21.2 Rotary 16.9 Standard 24 N.A.
Double sided, Double-

reciprocating 12.3

HC-185 21.2 Rotary 16.9 Standard 30 N.A.
Double sided, Double-

reciprocating 12.5

HC-235 21.2 Rotary 16.9 Standard 30 N.A.
Single sided, Double-

reciprocating 12.8

HC-245 21.2 Rotary 16.9 Standard 40 N.A.
Single sided, Double-

reciprocating 14

SHC-225S 21.2 Rotary 14.9 Standard 20 20
Double sided, Double-

reciprocating 13.3

SHC-225 21.2 Rotary 14.9 Standard 20 33
Double sided, Double-

reciprocating 13.7

SHC-266 25.4 Rotary 16.9 Standard 20 51
Double sided, Double-

reciprocating 14.5

HCA-266 25.4 Rotary 16.9            Standard 20 59
Double sided, Double-

reciprocating 15.3


