
The new ESP-LXME Controller supports up to 48 
stations. Your irrigation challenges come in all shapes and 
sizes. That’s why the new ESP-LXM 12-Station Module delivers 
the flexibility you need to control sites ranging  
from large residential all the way to large commercial. Just 
snap the module into place and expand to up to 48 stations in  
4-, 8- or 12-station increments. With a single ESP-LXME 
Controller, you can now tackle almost any high-end job.

No-nonsense installation.  Modular, plug-and-play 
design makes adding stations a snap.  Install 4-, 8- or 
12-station modules in any order within the cabinet.  
Dynamic Station Numbering orders stations in the correct 
sequence, preventing unwanted numbering gaps.

Extra Simple Programming.  Get up and running 
faster thanks to the proven ESP controller interface, featuring 
easy-to-follow prompts and a large, easy-to-read display. 

Easy customization. Whether the job is large or small, 
only pay for the number of stations you need with your  
choice of 4-, 8- and now 12-station modules.
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Rain Bird® ESP-LXM 12-Station Module

To learn more about the new  
ESP-LXM 12-Station Module, talk to your 

Rain Bird sales representative.



How To Specify

# of Stations  
Required Specify As:

Number of each component to order

ESP-LXM-SM4 ESP-LXM-SM8 ESP-LXM-SM12

8 ESP-8LXME 0 0 0

12 ESP-12LXME 1 0 0

16 ESP-16LXME 0 1 0

20 ESP-20LXME 1 1 0

24 ESP-24LXME 0 2 0

28 ESP-28LXME 1 2 0

32 ESP-32LXME 0 3 0

36 ESP-36LXME 0 2 1

40 ESP-40LXME 0 1 2

44 ESP-44LXME 0 0 3

48 ESP-48LXME 0 0 4

Station Numbering Labels and Instructions (shown below) are included with 
each 12-Station Module individual carton (6 modules per master carton).  

NOTE: The ESP-LXM-SM12 12-

S t a t i o n  M o d u l e  i s  o n l y  

compatible with ESP-LXM 

Controllers that have GREEN 

buttons and a date code of

01 JAN 2010 (01JA10) or newer. 

The SM12 is not compatible 

with ESP-LXM Controllers that 

have PINK buttons and date 

codes of 31 DEC 2009 (31DE09) 

or earlier.

You can upgrade these older 

controllers by replacing the 

front panel with an ESP-LXM-

FPG Controller Front Panel (with 

green buttons).

ESP-LXM-SM12

12-Station Module

Operation Guide
A message informing you that a 

firmware update is required for the new 

SM12 Module and that your existing 

programming will be lost. Press the 

Next button for options.

Remove the SM12 Module to cancel the 

firmware update. Press and hold the 

Start button to begin the update. The 

update will take approximately 5 

minutes.

A Warning screen will be displayed 

instructing you to not remove the 

modules while the update is in progress. 

The update will start automatically.

A status bar will display the firmware 

update progress.

When firmware update is complete; 

press + or – to select your language; 

then press Store to save your selection.

A Module Configuration change 

detected screen will be automatically 

displayed. Press Next to review the new 

module configuration.

The Module summary screen displays 

the module type detected in each 

module slot along with the assigned 

station numbers. Press Next  to 

continue. 

Go to step 3 in Dynamic Station Numbering.

Insert the SM12 Module into the next 

available ESP-LXM Controller module 

slot (slots 1 through 4).
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Installation & Operation

A Module Configuration screen is 

displayed whenever the ESP-LXM 

Controller detects a change in module 

configuration. Press Next to continue.

The Module summary screen displays 

the module type detected in each 

module slot along with the new and old 

assigned station numbers. Press Accept 

to accept the new module configuration 

or Reject to remove the module(s) and 

retain your current configuration.

Module Station Numbering Labels are 

provided on a seperate foldout sheet.  

Press Next to continue

The Module Station Numbering Graphic 

displays a pair of letters (example: Slot 1 

= Label AC) for each installed module. 

Find the station numbering label with 

the matching letter pair and place it over 

the blue strip on the module. Press 

Done to finish.

The Module Station Numbering Graphic 

can be reviewed at any time by turning 

the dial to the Special Features dial 

position and selecting Module Status.

The Module Station Numbering Graphic 

shows the installed modules and 

assigned station numbering for each 

module slot.  Press Back to exit.

Dynamic Station Numbering
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How To Order
Model Description Mounting Equipment

ESPLXMSM8 8-Station Module LXMM Metal Cabinet

ESPLXMSM12 12-Station Module LXMMPED Metal Pedestal


